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The Yamaha Electric Drive really is the most 
convenient, environmentally-friendly way to 
power a small boat.

These simple 12V units are very light and the 
adjustable bracket allows quick, effortless fitting to 
almost any small boat, while the comfortable, twist-
grip throttle makes control and manoeuvring a lot 
of fun. They’re tough, too, with permanent magnet 
motors, damage-resistant casings and coatings, and 
a special composite drive shaft that won’t bend, 
break or corrode in normal use.

All Yamaha Electric Drives are fitted with a special 
Weedless Wedge propeller that maximises thrust 
and is designed to resist trailing weeds and other 
underwater debris.

Just switch on and go...

Electric Drive - M26 • M20 • M18 • M12
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Static thrust (kg) 25.0 20.8 16.3 13.6

Amp. draw* 43 42 36 30

Voltage 12 12 12 12

Speed control fwd/rev Variable 5/3 5/3 5/3

Shift Twist Twist Twist Twist

Shaft 914mm 914mm 914mm 762mm

Weight (kg) 11 10 8 7

Bracket twist Yes Yes Yes Yes

Composite shaft Yes Yes Yes Yes

Weedless wedge Yes Yes Yes Yes

Pulse width modulation Yes No No No

Warranty ** 2 year 2 year 2 year 2 year

M26 M20 M18 M12



The kW data in this catalogue is based on the ICOMIA 28 standard, measured at the prop shaft. 

Specifications
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Specifications F350A F300A F250B F225B F225C F200C F150A

Engine type 4-Stroke 4-Stroke 4-Stroke 4-Stroke 4-Stroke 4-Stroke 4-Stroke

No. of cylinders/Configuration 60°-V8 60°-V8 60°-V6 60°-V6 60°-V6 60°-V6 4/In-line

Bore x Stroke (mm) 94 x 96 94 x 96 94 x 80.5 94 x 80.5 94 x 80.5 94 x 80.5 94 x 96.2

Displacement (cm³) 5330 5330 3352 3352 3352 3352 2670

Full throttle range (rpm) 5000-6000 5000-6000 5000-6000 5000-6000 5000-6000 5000-6000 5000-6000

Prop shaft output at mid range (kW/
rpm)

257.4/5500 220.7/5500 183.9/5500 165.5/5500 165.5/5500 147.1/5500 110.3/5500

Weight with propeller (kg)*
Weight without propeller (kg)

F350AETX: 365.0*
FL350AETX: 365.0*
F350AETU: 373.0*
FL350AETU: 373.0*

F300AETX: 365.0*
FL300AETX: 365.0*
F300AETU: 373.0*
FL300AETU: 373.0*

F250BETX: 276.1
FL250BETX: 276.1
F250BETU: 286.5
FL250BETU: 286.5

F225BETX: 278.0
FL225BETX: 278.0
F225BETU: 284.0

F225CETL:265.0 F200CETX: 278.0
FL200CETX: 278.0

F150AETL: 214.0
FL150AETL: 214.0
F150AETX: 218.0
FL150AETX: 218.0

Recommended boat transom height 
(mm)

X:635
U:762

X:635
U:762

X: 635
U: 762

X: 635
U: 762

L: 508 X: 635 L: 508
X: 635

Carburettors – – – – – – –

Electronic Fuel Injection EFI EFI EFI EFI EFI EFI EFI

Fuel tank capacity (litres) Option Option Option Option Option Option Option

Oil pan capacity (litres) 8 8 5.6 5.6 5.6 5.6 5.2

Lubrication Wet-sump Wet-sump Wet-sump Wet-sump Wet-sump Wet-sump Wet-sump

Ignition/advance system TCI/Computer TCI/Computer TCI/Computer TCI/Computer TCI/Computer TCI/Computer TCI/Computer

Lighting coil/alternator 12V -50A 12V -50A 12V - 46A 12V - 46A 12V - 46A 12V - 46A 12V - 35A

Gear ratio 15:26 15:26 15:30 15:30 15:30 15:30 14:28

Starter system Electric Electric Electric Electric Electric Electric Electric

Steering Remote control Remote control Remote control Remote control Remote control Remote control Remote control

Throttle and shift controls Electronic remote 
control

Electronic remote 
control

Electronic remote 
control

Remote control Remote control Remote control Remote control

Trim & Tilt method
(Trim angle)

Power Trim & Tilt Power Trim & Tilt Power Trim & Tilt Power Trim & Tilt Power Trim & Tilt Power Trim & Tilt Power Trim & Tilt

Number of Propeller options 5 5 33 33 33 33 24

Size Range (ins) 17 - 25 17 - 25 11 - 29 11 - 29 11 - 29 11 - 29 11 - 29



2Standard with Yamaha Customer Outboard Protection
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F115A F100D F80B F60C F50F F40F ² F30B ²

4-Stroke 4-Stroke 4-Stroke 4-Stroke 4-Stroke 4-Stroke 4-Stroke

4/In-line 4/In-line 4/In-line 4/In-line 4/In-line 3/In-line 3/In-line

79 x 88.8 79 x 81.4 79 x 81.4 65 x 75 65 x 75 65 x 75 65 x 75

1741 1596 1596 996 996 747 747

5000-6000 5000-6000 5000-6000 5000-6000 5000-6000 5000-6000 5000-6000

84.6/5500 73.6/5500 58.8/5500 44.1/5500 36.8/5500 29.4/5500 -

F115AETL: 186.0
F115AETX: 191.0
FL115AETX: 191.0

F100DETL: 170.0 F80BETL: 170.0 F60CETL: 110.0 F50FETL: 110.0
F50FEDL: 107.0

F40FEDL: 87.7
F40FEHDS: 83.8
F40FEHDL: 88.1
F40FETS: 86.1
F40FETL: 90.4

F30BEHDL: 88.1
F30BETS: 86.1
F30BETL: 90.4

L: 508
X: 635

L: 508 L: 508 L: 508 L: 508 S: 381
L: 508

S: 381
L: 508

– – – – – - -

EFI EFI EFI EFI EFI EFI EFI

Option Option Option Option Option Separate, 25 Separate, 25

4.3 4.3 4.3 2.5 2.5 2 2

Wet-sump Wet-sump Wet-sump Wet-sump Wet-sump Wet-sump Wet-sump

TCI/Computer TCI/Computer TCI/Computer TCI/Computer TCI/Computer TCI/Computer TCI/Computer

12V - 25A 12V - 25A 12V - 25A 12V - 17A 12V - 17A 12V - 16A 12V - 16A

13:28 13:30 13:30 13:24 13:24 13:26 13:26

Electric Electric Electric Electric Electric Electric (FE) Electric (BE)

Tiller (option)
Remote control (option)

Tiller (option)
Remote control (option)

Tiller (option)
Remote control (option)

Tiller (option)
Remote control (option)

Tiller (option)
Remote control (option)

Tiller (FEH)
Remote control (option) (FE)

Tiller (BEH)
Remote control (option) (BE)

Remote control (option) Remote control (option) Remote control (option) Remote control (option) Remote control (option) Twist grip (FEH)
F-N-R/front shift (FEH)
Remote control (FET)

Twist grip (BEH)
F-N-R/front shift (BEH)
Remote control (BET)

Power Trim & Tilt Power Trim & Tilt Power Trim & Tilt Power Trim & Tilt Power Trim & Tilt (FET)
Hydro tilt assist (FED)

Power Trim & Tilt (FET)
Hydro tilt assist (FED)

Power Trim & Tilt (BET)
Hydro tilt assist (BEHD)

24 24 19 19 19 19 19

11 - 26 11 - 26 11 - 25 9 - 17 9 - 17 9 - 17 9 - 17



Specifications

The kW data in this catalogue is based on the ICOMIA 28 standard, measured at the prop shaft.
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Specifications F25A F20B F15C F9.9F F8C F6A

Engine type 4-Stroke 4-Stroke 4-Stroke 4-Stroke 4-Stroke 4-Stroke

No. of cylinders/Configuration 2/with balancer 2/In-line 2/In-line 2/In-line 2/In-line 2/In-line

Bore x Stroke (mm) 65 x 75 63 x 58.1 63 x 58.1 56 x 43 56 x 40 56 x 40

Displacement (cm³) 498 362 362 212 197 197

Full throttle range (rpm) 5000-6000 5000-6000 5000-6000 5000-6000 5000-6000 4500-5500

Prop shaft output at mid range (kW/
rpm)

18.4/5500 14.7/5500 11.0/5500 7.3/5500 5.9/5500 4.4/5000

Weight with propeller (kg)
Weight without propeller (kg)*

F25AMHS: 62.0
F25AMHL: 64.0
F25AES: 65.0
F25AEL: 67.0
F25AETL: 71.0

F20BMHS: 51.7
F20BMHL: 53.7
F20BES: 52.7
F20BEL: 54.7
F20BEPS: 58.7
F20BEPL: 60.7

F15CMHS: 51.7
F15CMHL: 53.7
F15CES: 52.7
F15CEL: 54.7
F15CEHL: 55.7
F15CEPL: 60.7

F9.9FMHS: 39.9
F9.9FMHL: 40.9
F9.9FES: 41.6
F9.9FEL: 42.6

F8CMHS: 37.0
F8CMHL: 38.5

F6AMHS: 37.0
F6AMHL: 38.5

Recommended boat transom height 
(mm)

S: 381
L: 508

S: 381
L: 508

S: 381
L: 508

S: 381
L: 508

S: 381
L: 508

S: 381
L: 508

Carburettors 1 1 1 1 1 1

Electronic Fuel Injection – – – – – –

Fuel tank capacity (litres) Separate, 25 Separate, 25 Separate, 25 Separate, 12 Separate, 12 Separate, 12

Oil pan capacity (litres) 1.7 1.6 1.6 0.8 0.8 0.8

Lubrication Wet-sump Wet-sump Wet-sump Wet-sump Wet-sump Wet-sump

Ignition/advance system CDI/Computer CDI/Computer CDI/Computer CDI/Computer CDI/Computer CDI/Computer

Lighting coil/alternator 12V - 6A (AM) 
12V - 15A (AE, AET)

12V - 10A 12V - 10A 12V - 6A 12V - 6A 12V - 6A

Gear ratio 13:27 13:27 13:27 13:27 13:27 13:27

Starter system Manual (AM)
Electric (AE, AET)

Manual (BM)
Electric (BE)

Manual (CM)
Electric (CE)

Manual (FM)
Electric (FE)

Manual Manual

Steering Tiller (AM)
Remote control (AE, AET)

Tiller (BM)
Remote control (BE)

Tiller (CM)
Remote control (CE)

Tiller (FMH)
Remote control (FE)

Tiller handle Tiller handle

Throttle and shift controls Twist grip (AM) 
F-N-R/front shift (AM) 
Single lever remote control 
(AET, AE)

Twist grip (BM) 
F-N-R/front shift (BM) 
Single lever remote control 
(BE)

Twist grip (CM) 
F-N-R/front shift (CM) 
Single lever remote 
control (CE)

Twist grip (FMH) 
F-N-R/side shift (FMH) 
Single lever remote 
control (FE)

Twist grip 
F-N-R/side shift

Twist grip
F-N-R/side shift

Trim & Tilt method 
(Trim angle)

Manual (AM, AE)
(8°,12°,16°,20°,24°)
Power Trim & Tilt (AET)

Manual (BM)
(0°,4°,8°,12°)
Power Tilt (BEP)

Manual (CM)
(0°,4°,8°,12°) 
Power Tilt (CEP)

Manual 
(0°,4°,8°,12°)

Manual 
(4°,8°,12°,16°)

Manual 
(4°,8°,12°,16°)

Number of Propeller options 9 8 8 7 6 6

Size Range (ins) 8 - 14 6½ - 12 6½ - 12 6 ½ -9 ¼ 5 - 8½ 5 - 8½
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F4A F2.5A

4-Stroke 4-Stroke

1 1

59 x 41 54 x 31.5

112 72

4000-5000 5250-5750

2.9/4500 1.8/5500

F4AMHS: 22.0
F4AMHL: 23.0

F2.5AMHS: 17.0
F2.5AMHL: 17.5

S: 381
L: 508

S: 381
L: 508

1 1

– –

1.1 0.9

0.5 0.4

Splash Splash

TCI TCI

– –

13:27 13:27

Manual Manual

Tiller handle Tiller handle

Twist grip 
F-N-R/side shift

Twist grip 
F-N/side shift

Manual 
(4°,8°,12°,16°,20°)

Manual 
(0°,4°,8°,12°)

3 5

6½ - 8 5 - 8¼

FT60D FT50G FT25B FT9.9G FT8D

4-Stroke 4-Stroke 4-Stroke 4-Stroke 4-Stroke

4/In-line 4/In-line 2/with balancer 2/In-line 2/In-line

65 x 75 65 x 75 65 x 75 56 x 43 56 x 40

996 996 498 212 197

5000-6000 5000-6000 5000-6000 5000-6000 5000-6000

44.1/5500 36.8/5500 18.4/5500 7.3/5500 5.9/5500

FT60DETL: 115.0
FT60DETX: 119.0

FT50GETL: 115.0 FT25BETL: 86.7 FT9.9GMHL: 44.3
FT9.9GMHX: 45.4
FT9.9GEL: 44.4
FT9.9GEX: 45.5
FT9.9GEPL: 49.1

FT8DMHL: 44.0
FT8DMHX: 45.0
FT8DEL: 44.0
FT8DEX: 45.0
FT8DEPL: 49.0

L: 508 L: 508 L: 508 L: 508
X: 635

L: 508
X: 635

– – 1 1 1

EFI EFI – – –

Option Option Separate, 25 Separate, 12 Separate, 12

2.5 2.5 1.9 0.8 0.8

Wet-sump Wet-sump Wet-sump Wet-sump Wet-sump

TCI/Computer TCI/Computer CDI/Computer CDI/Computer CDI/Computer

12V - 17A 12V - 17A 12V - 15A 12V - 6A 12V - 6A

12:28 12:28 12:29 13:38 13:38

Electric Electric Electric Manual (GM)
Electric (GE)

Manual (DM)
Electric (DE)

Tiller (option)
Remote control (option)

Tiller (option)
Remote control (option)

Remote control Tiller (GMH)
Remote control (GE)

Tiller (DMH)
Remote control (DE)

Remote control (option) Remote control (option) Single lever remote control Twist grip (GMH)
F-N-R/front shift (GMH)
Single lever remote control (GE)

Twist grip (DMH)
F-N-R/front shift (DMH)
Single lever remote control (DE)

Power Trim & Tilt Power Trim & Tilt Power Trim & Tilt Manual (GM)
(0°,4°,8°,12°,16°) depending on model
Power Tilt (GEP)

Manual (DM, DE)
(4°,8°,12°,16°)
Power Tilt (DEP)

23 23 20 6 6

11 - 28 11 - 28 9 - 17 5 ¾ - 12 ¼ 5 ¾ - 12 ¼



Yamaha’s digital network system, with its comprehensive line-up of 
Digital Network Gauges, really is a revolution in command and control. This fully

integrated, computer-controlled system monitors technical functions reliably
and accurately, with stylish instruments that are easy to read and understand.

Digital Network Gauges

Full Command and Control.
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Stylish and easy to read
Simple and easy to install, these gauges are a pleasure to 
read and use … and as tough and accurate as they look. 
We offer a choice of designs, and a range of mounts to 
suit your boat console, so if you own a Yamaha EFI 
outboard from 30hp and upwards then this is the system 
for you!

Accuracy of information
A wide range of advanced, accurate gauges are available, 
from basic speedometer and tachometer displays, to 
warning and control information for a variety of engine 
functions. Link your system to the (optional) triducer 
and monitor speed, seawater temperature and depth. 
These are multi-function gauges, so the combination 
of functions displayed, as well as the order they appear, 
are user selectable. Variable Trolling RPM is standard on 
F30/F40/ F50/F60/F80/F100/F250/F300 and F350.

Reliability you expect from Yamaha
At the heart of this revolution is a reliable network 
system offering many advantages, not only for the

boat owner, but for boat builders and dealers too, 
because rigging, fitting and maintenance is now a 
breeze. No more untidy jumbles of separate wires, 
hoses and cables; just streamlined, easy-to-connect 
harnesses from the engine to the hub and onwards to 
the instruments, with colour-coded connectors linking 
the components of the system.

Compatibility and functionality
Both the network system and the Digital Network 
Gauges are perfectly engineered for Yamaha EFI 
outboards from 30hp upwards and are all fitted 
with a connection port, enabling the engine ECU to 
communicate directly and efficiently with the central 
network. Compatibility with NMEA 2000 means that 
other peripherals (from manufacturers who have chosen 
to use this protocol) can be connected easily to the 
network, so you can add GPS, radar, a fish finder or other 
navigation aids and equipment, opening up a whole new 
world of safer, more relaxed boating.
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Flexible Rigging & Parts

Our smaller Yamaha models come equipped with 
everything you need for turnkey operation (apart 
from fuel) but with larger engines, many of our 
customers like to make their own personal choice 
of propellers, remote controls and instruments.

For those larger engine selection of equipment 
available within the Flexible Rigging Programme 
are listed here. Your Yamaha Dealer will be pleased 
to help and advise you on the equipment that best 
suits your boat.

From 2007 models onwards (30hp and up) with EFI 
systems are now fitted with a linking port, allowing 
you to enjoy the benefits of Yamaha’s sophisticated 
digital network system and to choose from our 
tempting range of Digital Network Gauges.
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Single Switch Panel

Fuel management gauge

SpeedometerTachometer

Twin Switch Panel

Gauges
Digital tachometer kit
Tachometer and speedometer kit

Remote Controls
Side-mounted remote control
Integrated remote control
Top-mounted remote control
Single key switch

Rigging kits
Counter-rotation kit

Wire harness for single key switch - 5m (16ft 5ins)
Wire harness for single key switch - 8m (26ft) 
Ask your dealer for details of our special remote control units 
for triple engine installations.
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